
 
7.

01
17

8
 

 
6.69
170  

 
7.

11
18

0.
5

 

 
2.

48 63
 

 
1.97
50  

4-

0.50

12.7

4-
0.39
10

 
5.50

139.8  

 
2.00
50.8  

 
5.

50
13

9.
8

 

 
3.94
100  

 
1.38
35   

1.38
35  

 
2.56
65  

Specifications

A-WMB102
A-WMB102(OW)
A-WMB102(DB)

Approx 1.1kg(2.4lbs)
RoHS

ASC Corporation
ASC

A-WMB102

Wall Mount Adapter

Unit:
[ inch ]   
mm（±１ｍｍ）　　

:

:

:

:

Models/Color

Paint

Weight

Max Wind Load

:Standard & Compliance

:Usage Easy Installation of Conduit Pipe and Anchor Bolt

Color
Nothing = Standard Black
(OW) = Off-White
(DB) = Dark Brown

Standard Black
Off-White(RAL9002)
Dark Brown(Munsell 5YR2/1.5 similar)

Material : Stainless Steel(SUS304)
60m/sec(200ft/sec) for our Housing/Box Only

Powder Coat

3/8" Stainless Steel (SUS304) Screw, Spring, Washer x 6:Standard Accessories
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